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DRAWING

JUNE 2011
MONITORING WELL LOCATIONS

GENERAL MOTORS LLC
ALLISON TRANSMISSION, INC.

SPEEDWAY, INDIANA

1
9;898<10 6874=8;473 >155 58/-=487

513170

822!<4=1 6874=8;473 >155 8; <845 .8;473

36 6874=8;473 >155

<845 .8;473

;1<4017=4-5 >-=1; >155

MW-0526-S2B

Screened 32-42 ft bgs

No VOCs detected (6/6/11)

MW-0623-S2A

Screened 24-29 ft bgs

No VOCs detected (6/6/11)

MW-0525-S2

Screened 17.5-27.5 ft bgs

No VOCs detected (6/6/11)

SB-64-1006

Screened 32-37 ft bgs

No VOCs detected (6/6/11)

SB-64-1001

Screened 30-35 ft bgs

No VOCs detected (6/6/11)

MW-0524-S2A

Screened 17-27 ft bgs

No VOCs detected (6/2/11)

MW-1105-S3/S4

Boring advanced to 95 ft

Set well at 70-75 ft bgs

Borehole water sample (85-90 ft) (6/6/11)

Chloroform* - 57.5 ug/L, no other VOCs detected

Groundwater sample (6/13/11)

No VOCs detected

MW-1003-S3

Screened 50-55 ft bgs

No VOCs detected (6/2/11)

MW-0524-S2B

Screened 32-42 ft bgs

No VOCs detected (6/2/11)

MW-0522-S2A

Screened 18-28 ft bgs

No VOCs detected (6/2/11)

MW-0522-S2B

Screened 34-44 ft bgs

No VOCs detected (6/2/11)

MW-0526-S2A

Screened 21-31 ft bgs

LNAPL Present, No Sample Collected

Sampled MW-0623-S2A instead

MW-1104

Boring advanced to 85.5 ft

Bedrock at 85.5

No saturated sand identified below terminus of SB-64-1006

No well set

MW-1103-S3/S4

Boring advanced to 105

Bedrock at 96.25

Set well at 85-95 ft bgs

No VOCs detected (6/13/11)

MW-1102-S4

Boring advanced to 103 ft

No S3/S4 identified

Set well at 93-103 ft bgs (S4)

Chloroform* - 4.3J ug/L, no other VOCs detected (6/13/11)

MW-1101-S4

Boring advanced to 105 ft

No S3/S4 identified

Set well at 92-97 ft bgs (S4)

Cis-1,2-DCE - 6.7 ug/L, no other VOCs detected (6/22/11)

Preliminary Draft - For Discussion Purposes Only

Groundwater sample

collected in S2A
Groundwater sample

collected in S2B

Groundwater sample

collected in S3
Groundwater sample

collected in S3/S4 or S4

NOTES:

*Chloroform is commonly identified in drilling water

obtained from municipal sources

MW-166S


